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The Magic is the Media A IS0 9001:2008 — ANS-ISO-
ASQ Q9001-2008 Company

SECTION |
PRODUCT NAME OR NUMEBER (as it appears on label)
Quickstrip-A® Blast Abrasive
MAMNUFACTURER'S NAME EMERGENCY TELEPHONE NO.
U.S. Technology Corporation - (330) 455-1181
ADDRESS (Number, Street, City, and Zip Code) DATE PREPARED/REVISED - NO.
1446 W. Tuscarawas Street, Canton, OH 44702 April 20, 2010-4

MATERIAL DESCRIPTION, PROPER SHIPPING NAME
Abrasive, Polyplus({Urea) /Dense Particle Abrasive

HAZARD CLASSES (as applicable) Non-regulated

| FORMULA: N.A.

SECTION Il - INGREDIENTS
{list all ingredients)

CAS Approx. CHEMICAL NAME (S) OSHA ACGIH QOther Limits
REG&.:STRY oW PEL TLV Recommended
9011-05-6 =1% Polymerized Urea Formaldehyde
9004-34-6 Compound w/Alpha Cellulose Filler
2764-13-8 <1% Anti-Static Agent Cal Stat 600
5280-80-8 <1% Pigments and Additives
13463-67-7
12769-86-9
1344-28-1 =1% Fused Aluminum Oxide

SECTION lll - PHYSICAL DATA

BOILING POINT___°F__ C | N.A. | SPECIFIC GRAVITY (Hz0=1) 2.00

2.06
MELTING POINT___°F___ C | N.A. | PERCENT VOLATILE BY VOLUME | N.A. | PERCENT SOLID 100

(%) BY WEIGHT (%)
VAPOR DENSITY (AlIR=1) N.A | EVAPORATION RATE (=1) MN.A
SOLUBILITY IN WATER N.A | pH= 4-8
APPEARANCE AND ODOR: Multi-colored granules with slight plastic odor MATERIAL FORM: Sclid
SECTION IV — FIRE AND EXPLOSION HAZARD DATA
LEL UEL

FLASH POINT °F C: MN.A, FLAMMABLE: M.A, N_A. MN.A.

EXTINGUISING MEDIA: Carbon dioxide, dry chemicals or water fog.

SPECIAL FIRE FIGHTING PROCEDURES: Do not use high-pressure water stream. Fog nozzles are preferable.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Mzintain normal good housekeeping for control of dust.
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